Room control device with Casambi wireless interface for intuitive lighting control of Casambi ecosystem participants, with up to three integrated sensors for detecting room temperature, humidity, and CO2. Scenes can be activated, or lights switched on via a 3.5” display with a rotary-push button. The simple configuration via the Casambi app allows for device-specific settings or the configuration of scenes and lighting functions with Casambi wireless.

label.zuordnungsspeicher.gruppe.Dimensions:
label.zuordnungsspeicher.Width: 106 mm
label.zuordnungsspeicher.Height: 28 mm
label.zuordnungsspeicher.Length: 163 mm

label.zuordnungsspeicher.gruppe.PackageDimensions:
label.zuordnungsspeicher.Width: 110 mm
label.zuordnungsspeicher.Height: 45 mm
label.zuordnungsspeicher.Length: 170 mm

label.zuordnungsspeicher.gruppe.ColorInformation:

label.zuordnungsspeicher.gruppe.MaterialData:

label.zuordnungsspeicher.gruppe.Temperatures:

label.zuordnungsspeicher.gruppe.Casambi-Products:
label.zuordnungsspeicher.InputVoltageDC: 24 V
label.zuordnungsspeicher.maxTransmissionPower: +8 dBm

label.zuordnungsspeicher.gruppe.Casambi-Products-Connection:

Brand: RP-Technik GmbH
